
DATA SHEET MP EL 

Technical characteristics : MP 100 EL to MP 440 EL 

D E 
REACTOR 

WEIGHT Model A B C 
Clearance zone 

F G H FLANGES 

(Kg) 

OPERATING 

PRESSURE 

MP 100 EL 418.65 1175 448.1 600 250 400 DN125 44,76 
MP 125 EL 418.65 1152 448.1 600 250 400 DN150 48,44 
MP 140 EL 500.9 1244 528.2 600 250 400 DN200 63,81 
MP 240 EL 500.9 1020 528.2 600 250 600 DN250 66,65 
MP 340 EL 500.9 725 528.2 800 300 600 DN300 66,12 
MP 440 EL 500.9 824 528.2 

830.5 492.76 

800 300 600 DN300 72,10 

10 bars 

Certifications : 

CE 

UL CSA 

NSF50 

 

A 

B C E

F 

G 
H 

D
C



BIO-UV 

ZAC de la Petite Camargue – CS90022 – 34403 Lunel Cedex - FRANCE 
Tel : +33 (0)4.99.13.39.11 – Fax : +33 (0)4.99.13.39.19 

www.bio-uv.com - export@bio-uv.com 

Description : MP EL 

 MP100 EL MP 125 EL MP 140 EL MP 240 EL MP 340 EL MP 440 EL 

REACTOR 

Material 
316L stainless 

steel 
316L stainless 

steel 
316L stainless 

steel 
316L stainless 

steel 
316L stainless 

steel 
316L stainless 

steel 

Diameter 273 mm 273 mm 355 mm 355 mm 355 mm 355 mm 

Length 1175 mm 1152 mm 1244 mm 1020 mm 720 mm 824 mm 

Weight 45 49 64 67 67 72 

Connection type Flanged Flanged Flanged Flanged Flanged Flanged 

Connection   DN 125 DN 150 DN 200 DN 250 DN 300 DN 300 

Surface finish 
Micro-blasted 

steel 
Micro-blasted 

steel 
Micro-blasted 

steel 
Micro-blasted 

steel 
Micro-blasted 

steel 
Micro-blasted 

steel 

Pickling/passivation included included included included included included 

Top air bleed yes yes yes yes yes yes 

Bottom drain yes yes yes yes yes yes 

Temperature sensor yes yes yes yes yes yes 

maximum operating pressure  10 bars 10 bars 10 bars 10 bars 10 bars 10 bars 

Orientation (V/H) 
Horizontal / 

vertical 
Horizontal / 

vertical 
Horizontal / 

vertical 
Horizontal / 

vertical 
Horizontal / 

vertical 
Horizontal / 

vertical 

Manual wiper system 
Standard in 

range 
Standard in 

range 
Standard in 

range 
Standard in 

range 
Standard in 

range 
Standard in 

range 

ELECTRICAL CABINET 

Material painted steel painted steel painted steel painted steel painted steel painted steel 

Dimensions in mm 600x400x250 600x400x250 600x400x250 600x600x250 800x600x300 800x600x300 

Cable length between 
cabinet/reactor 

10m 10m 10m 10m 10m 10m 

Cabinet ventilation yes yes yes yes yes yes 

Ventilation filters grills grills grills grills Disposable filter Disposable filter 

Power supply 
220-240V single-

phase 

220-240V single-

phase 

220-240V single-

phase 

380-415V 3-

phase+Neutral 

380-415V 3-

phase+Neutral 

380-415V 3-

phase+Neutral 

Frequency 50-60Hz 50-60Hz 50-60Hz 50-60Hz 50-60Hz 50-60Hz 

Cable type/cross-section 2x1.5 mm  2x2.5 mm  2x2.5 mm  4x2.5 mm  4x2.5 mm  4x6 mm  

Earth cable cross-section 6mm  6mm  6mm  6mm  6mm  6mm  

Current rating 4,8A 14,3A 14,3A 14,3A 14,3A 28,7A 

Absorbed power 1100 W 3300 W 3300 W 6600 W 9900 W 13200 W 

Hours run counter yes yes yes yes yes yes 

Differential protection 30 mA 30 mA 30 mA 30 mA 30 mA 30 mA 

Thermo-magnetic protection 10A 2Pole 25A 2Pole 25A 2Pole 25A 3Pole 25A 4Pole 40A 4Pole 

Circuit breaker tripping curve Curve C Curve C Curve C Curve C Curve C Curve C 

On/Off switch yes yes yes yes yes yes 

Power on indicator light yes yes yes yes yes yes 

Lamp indicator light yes yes yes yes yes yes 

Protection index IP54 IP54 IP54 IP54 IP54 IP54 

UV LAMPS 

Number of lamps 1 1 1 2 3 4 

Electrical power per lamp 1 KW 3 KW C 3 KW 3 KW 3 KW 3 KW 

Lamp type Medium pressure Medium pressure Medium pressure Medium pressure Medium pressure Medium pressure 

UV power per lamp 150 W 375 W 475 W 475 W 475 W 475 W 

Total UV power 150 W 375 W 475 W 950 W 1 425 W 1 900 W 

Average life expectancy 6 000 to 9 000 hrs 

CONTROLS  

"Millennium" (%age display) + 
PTFE sensor 

yes yes yes yes yes yes 

power regulation 
Standard in 

range 

Standard in 

range 

Standard in 

range 

Standard in 

range 

Standard in 

range 

Standard in 

range 

POSSIBLE OPTIONS 

Millenium (W/m  display) + 
stainless steel sensor 

yes yes yes yes yes yes 

4-20 mA output yes yes yes yes yes yes 

Modification of  connection DN yes yes yes yes yes yes 

PN16 or PN25 yes yes yes yes yes yes 

Temperature sensor yes yes yes yes yes yes 

Stainless steel outlet filter yes yes yes yes yes yes 

Stainless steel air bleed yes yes yes yes yes yes 
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