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LED svétla Adagio

¢ Vlysoka svitivost (bila 2 700 az 5 400 Im, barevna 2 500 az 3 750 Im)

¢ Nizka spotreba proudu (bila 35 W az 65 W, barevna 55W az 80 W)

¢ Pouze jeden dvouzilovy kabel pro pfivod proudu a ovladani

* Rovnomeérné osvétleni bazénu (velice Siroky paprsek svétla)

® 3 odstiny bilé: (Sluneéni bila, Neutralni bila a Tepla bila); (pouze pro
barevnou variantu)

¢ 11 barevnych modu (Deep Blue Sea, Daylight Blue, Sunset Orange,
Love is in the Air Red, Forest Spring Green, Think Pink, Sunshine
Yellow, Jungle, Voodoo, Disco, Party); (pouze pro barevnou variantu)

e 4 metry dlouhy kabel soucasti svétla

e Instalace pomoci instala¢niho prvku 1,5%

» Vysoka kvalita, odolné vici rzi, polymerovy hrnec

¢ Power LED nejvyssi kvality od PHILIPS/LUMILEDS REBEL

¢ V/ysoka efektivita (az 83 Im/W)

» Zivotnost vice nez 30000 hod

* Provozni teplota (voda): 140 °C

e Ochrana IPx8

¢ Adagio 170 vhodné do svétel PAR56 (65 W, 80 W)

¢ Dalkové ovladani s dosahem az 100 m ve venkovnich prostorach
a az 40 m ve vnitfnich prostorach. Slouzi k ovladani barev
a vypnuti/zapnuti svétla

LED svétla Adagio 170

Ramecek Adagio 170 bily

@ 17/25 cm
Frames Adagio 170 white
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Adagio 170

Ramecek Adagio 170 nerez

2 17/25 cm

Frames Adagio 170 stainless steel
@ 17/25 cm

LED svétlo Adagio 170 Ize zaménit za 300 W zarovku PAR56

17 cm

barevné svétlo / colour light
RGB 80 W, 3 750 Im

LED lights Adagio

e High Light Output (white 2 700 up to 5 400 Im; colour 2 500 up to
3750 Im)

e Low power Consumption (white 35 W up to 65 W; colour 55 W up to
SO W)

e Only 2 wire cable for Power and Control

e Uniform illumination in the pool (very wide light beam)

3 White tones: (Sun White, Neutral White and Warm White); (Only for
Colour version)

e /1 Colour modes: (Deep Blue Sea, Daylight Blue, Sunset Orange,
Love is in the Air Red, Forest Spring Green, Think Pink, Sunshine
Yellow, Jungle, Voodoo, Disco, Party);(Only for Colour version)

o 4 meter cable (2 wires) is included

e Can be installed in our wall conduits or in any 1,5 standard inlet

e High quality, corrosion proof, polymer housing

e Highest quality power LEDs from PHILIPS/LUMILEDS REBEL

* High efficiency light output (up to 83 Im/W)

e Life time > 30 000 hrs (with 70 % of initial Light Output)

» Operating Temperature (water): 1 °C up to 40 °C

e Protection Rating: IPx8

e Fit in PAR56 type underwaterlight (only PLA170) (65 W, 80 W)

e Remote control up to 100 m outside and 40 m inside for on/off and
colour control

LED lights Adagio 170

Adagio LED bilé 65 W s nerez rameckem
Adagio LED white 65 W with stainless steel frame

a /

Adagio 170

bilé svétlo / white light
65W, 5 400 Im

17 cm

Sténovy instalacéni prvek
pfiruba pro félii

Wall instalation niche
Flange for liner

LED light Adagio 170 is posssible to change instand bulb 300 W PAR56
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Ramecek
Frame LED light Adagio

LED svétlo Adagio

Sténovy instalacéni prvek
Wall instalation niche

Kabelova propojovaci hadice
Cable interconnecting hose



LED svétla Adagio 100

Ramecek Adagio 100 bily
2 10117,5 cm -
Frames Adagio 100 white =~ 47
@10/17,5 cm /

Adagio 100
Ramecek Adagio 100 nerez

210/17,5 cm RGB 55 W, 2 500 Im
Frames Adagio 100 stainless steel 210 ecm
@ 10/17,5 cm

Adagio 100

barevné svétlo / colour light

LED lights Adagio 100

Adagio LED bilé 65 W s nerez rameckem
Adagio LED white 65 W with stainless steel frame

bilé svétlo / white light
35W, 2700 Im
210 cm

Sténovy instalacni prvek
priruba pro folii

Wall instalation niche
Flange for liner
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LED svétlo Adagio
LED light Adagio

Ramecek

Frame

Kabelova propojovaci hadice

Sténovy instalaéni prvek
Cable interconnecting hose

Wall instalation niche
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Dalkové ovladani pro svétla Adagio
Remote control for lights Adagio

LED svétla Moonlight

je svétlo s plochou zarovkou Spectravision uréené k montazi pfimo na
sténu betonového bazénu. Pfi instalaci do pfedvyrobeného nebo
foliového bazénu svétlo kotvime pomoci kontramatky popripadé
instalujeme pfimo do prichodu sténou se zavitem 2.

Moonlight
barevné svétlo / colour light
RGB 35 W (627 Im) nebo / or 50 W (1 028 Im)

Nerezovy ramecek

pro svétla Moonlight
Stainless steel frame
for lights Moonlight

LED lights Moonlight

underwaterlight with flat Spectravision used for direct installation to
the concrete wall of the pool. For installation into prefabricated or
liner pool we have to anchoring the light by conternut or direct into
the wall entrance with thread 2.

Pro montaz do stény

Pro pfedvyrobené bazény
For montage to wall

For prefabricated pools




Bazénova svétla SPECTRAVISION

Spektralni LED bazénova svétla Spectravision jsou kompatibilni s 300 W
zarovkou. Maji $estnact rliznych médu pfirozené mixovanych barev. Ba-
revné mody jsou ménény zapnutim a vypnutim vypinace. Vykonoveé efek-
tivni s Zivotnosti 30 000 hodin.
e Energeticky ucinny
Spotieba pouhych 20 az 50 wattl, tedy o 84 az 90 % méné energie
nez ma standardni bazénové svétlo, a presto dosahuje ohromujiciho
efektu v jakémkoliv bazénu, s opravdu minimem energie.
¢ Dlouha zivotnost lampy
Osvétleni LED méa predpokladanou zivotnost lampy
30 000 hodin za béznych provoznich podminek. Svétla funguiji v Siro-
kém teplotnim rozmezi okolniho prostredi od —20 °C do +40 °C.
* Snadna instalace
Vzhledem k tomu, Ze ma stejné rozméry jako zarovka PAR65 nejsou
nutné zadné instalaéni upravy. SPECTRAVISION LED jsou vhodné do
vétsiny typu dostupnych svétel.
o Skvélé barvy
Svétla SPECTRAVISION LED pracuji v rezimu RGB a vytvareji tak de-
sitky barev s rdznou intenzitou véetné bilé barvy. Bilé svétlo ma nad-
hernou ultra bilou barvu.

Lights SPECTRAVISION

Ultra bright LED lights Spectravision fits in 300 W bulb. Sixteen models
naturally mixed colours. Modes of colours are controlled by the on/off
switch. Extremely power efficient, bulb life of 30 000 hours.
e Energy efficient

Using only 20 to 50 watt, 84 to 90 % less energy then a standard pool

light, the LED light uses minimal energy to achieve a stunning effect in

any pool.
Long lamp life

The illumination generated by the LED has an approximate lamp life of
30 000 hours under normal operating conditions. The lights have also a

favourable recommended temperature range from —20° C to +40 °C.
e Easy to install
As our patented glass shield resembles a standard PAR56 bulb size,
there is little effort needed in replacing an existing bulb. The bulb will
fit in most niches. No modification of the installation is required.
Brilliant colors
The SPECTRAVISION LED light works in a RGB mode to create
dozens of colours with variable intensity including white colour. The

white light disperse a brilliant ultra white light.

LED SPECTRAVISION - PAR56

Vhodna do vétSiny dostupnych 300W svétel

Bez Upravy Ize zaménit za béznou 300W Zarovku
Sestnact riiznych médi promény barev

Zivotnost 30 000 hodin

Spectravision 280 ¢ 252 LED RGB, 27 W/12V, 408 Im
Spectravision 580 * 504 LED RGB, 45 W/12V, 817 Im

LED SPECTRAVISION - PAR56

Suitable for the majority of available lights 300 W
It is possible to replace it by usual 300 W bulb
Sixteen different models of colour change

Lifetime 30 000 hours

Spectravision 280 * 252 LED RGB, 27 W/12 V, 408 Im
Spectravision 580 * 504 LED RGB, 45 W/12 V,817 Im

Lze zaménit za 300 W Zzarovku PAR56

Is posssible to change instand bulb 300 W PAR56

LED SPECTRAVISION - plocha

Po Upraveé Ize namontovat do plochého 100W svétla a vétSiny dostupnych
300W svétel

Trimetrovy gumovy kabel
Sestnact riiznych médi promény barev
Zivotnost 30 000 hodin

Spectravision 400 » 324 LED RGB, 35 W/12V, 627 Im
Spectravision 700 ¢ 531 LED RGB, 50 W/12V, 1028 Im

LED SPECTRAVISION - flat

After adjustment can be mounted into a flat light 100 W and most of the available
300 W lights

With 3 m of rubber cable

Sixteen different models of colour change

Lifetime 30 000 hours

Spectravision 400 * 324 LED RGB, 35 W/12 'V, 627 Im
Spectravision 700 * 531 LED RGB, 50 W/12 V, 1028 Im

Lze zaménit za 300 W zarovku PAR56

Is posssible to change instand bulb 300 W PAR56
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