Navijeci zafizeni / Reel systems

Tato teleskopicka ty¢€ je profilovana a ma v sobé drazku pro plastové
posuvné prichytky. Kazda teleskopicka ty¢ je vybavena sadou Sroubt
s pfisluSenstvim pro velmi pevnou aretaci.

Detail drazky teleskop. tyce
Detail of the groove on telescopic pole

6011636 C
6011646 C
6011544 C
6011754 C

6011971 C

Technicky popis:

Navijeci zafizeni (stojny) z nerezové oceli, standardné s teleskopickou
ty€i tfi rozmeéra a to 2,7-4,4 m nebo 3,7-5,4 m nebo 5,4-7,1 m. Je
dopInéno balickem s upeviiovacim materialem pro pfipevnéni kryci
plachty na ty¢ pomoci tkalounli a prichytek na plachtu. Dale je
vybaveno pojistkou proti rozmotani navinuté kryci plachty.

Teleskopicka navijeci ty¢ délka: 2,7-3,6 m (eloxovany hlinik) teleskopicka ty¢ se sklada z 2x 1,35 + 1x 1,85 m
Telescopic reel pole is 2,7-3,6 m long (anodized aluminium) and is composed of 2x 1,35 + 1x 1,85 m

Teleskopicka navijeci ty¢ délka: 3,7—4,6 m (eloxovany hlinik) teleskopicka ty¢ se sklada z 3x 1,85 m
Telescopic reel pole is 3,7-4,6 m long (anodized aluminium) and is composed of 3x 1,85 m

Teleskopicka navijeci ty¢ délka: 2,7—4,4 m (eloxovany hlinik) teleskopicka ty¢ se sklada z2x 1,35 m + 1x 2,7 m
Telescopic reel pole is 2,7-4,4 m long (anodized aluminium) and is composed of 2x 1,35 m + I1x 2,7 m

Teleskopicka navijeci ty¢ délka: 3,7-5,4 m (eloxovany hlinik) teleskopicka ty¢ se sklada z2x 1,85 m + 1x 2,7 m
Telescopic reel pole is 3,7-5,4 m long (anodized aluminium) and is composed of 2x 1,85 + 1x 2,7 m

Teleskopicka navijeci ty¢ délka: 5,4—7,1 m (eloxovany hlinik) teleskopicka ty¢ se sklada z 3x 2,7 m
Telescopic reel pole is 5,4-7,1 m long (anodized aluminium) and is composed of 3x 2,7 m

Shaped telescopic pole with groove for sliding catches made of
plastic. Each telescopic pole includes lock set (screws and
accesories) to ensure firm lock.

Délky teleskopickych tyéi (vzdy ti ¢asti)
Lenghts of teleskopic poles (always three parts)

27-44m (1,35-2,70 — 1,35 m)
37-54m (1,85-2,70 — 1,85 m)
54-7,1m (2,70 —2,70 — 2,70 m)

7,60

8,40

8,00

9,60

12,0

Technical information:

Reel systems are produced from stainless steel (stands), standard
with telescopic pole. The telescopic pole have three diameters
2,7—4,4 m or 3,7-5,4 m or 5,4—7,1 m. Each reel system has packets
with accessories for attaching the cover to the pole, analog with a sa-
fety winch preventing unwinding the cover.

27-36m=Sel5
3,7—4,6 m=Sel5
27—44m=Sel5s
3,7-54m=Selt7
54—-71m=Setd

Délka tkalounu 1,5 m
Strap length 1,5 m

6011004-9

6011005 c Set 5 pro uchyf:enl plachty a teleskoplf:ke tyce.s tkalounem 1,5 m 0.20
Set 5 for fastening of cover and telescopic pole with 1,5 m strap

6011007 c Set 7 pro uchyf:enl plachty a teleskoplf:ke tyce's tkalounem 1,5 m 0.25
Set 7 for fastening of cover and telescopic pole with 1,5 m strap

6011009 c Set 9 pro uchyf:enl plachty a teleskoplf:ke tyce.s tkalounem 1,5 m 0.32
Set 9 for fastening of cover and telescopic pole with 1,5 m strap

V600-44 c NZ — Set 6 ks pro ul.(otvenl NZ. pevného 015
RS - Set 6 for fastening of RS fixed
NZ — Set 3 ks pro ukotveni NZ s kloubem

V600-44A C 0,10
RS - Set 3 for fastening of RS with tip-up joint

V600-45 c NZ — Set 8 ks pro ul.(otvenl' NZ r?astavitelného 0.20
RS - Set 8 for fastening of RS adjustable

NZ — Tkaloun pro upevnéni félie 1 m — modry (baleno po 50 m)

V600-27A 1
600 C RS - Strap to fasten the pool-cover 1 m  blue (50 m in packaging) 0.0
V600-30 c NZ — Uchyt tkalounu komplet (.2x plast. Sroub + 2x plast. de.stlcka) 0.01

RS - Strap catch (2 pcs of plastic screws + 2 pcs of plastic laminas)
NZ — Jezdec do teleskopické tyce
V600-25 | C ‘ Opick® ty 0,01
RS - Runner for telescopic pole to tack the strap
NZ — Preska na tkaloun
V60026 | C . 0,01

RS - Buckle for strap
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